
 

  
 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

[Thermocouple input specifications] 

Cold junction compensation accuracy: ±1℃(at 10 to 30℃) 

 Burnout detection current: 300nA(TYP) 

 [RTD input specifications] 

 Allowable lead wire resistance: Less than 10Ω 

 Current flowing through resistor: 1 mA 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

WATANABE ELECTRIC INDUSTRY CO., LTD.



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

ED-49961c 

Model TW-2C 

WATANABE ELECTRIC INDUSTRY CO., LTD.
6-16-19, Jingumae, Shibuya-ku, Tokyo 150-0001, Japan 
Phone: (81)3-3400-6140

Homepage http://en.watanabe-electric.co.jp/
ASAHI KEIKI DIVISION

WATANABE ELECTRIC INDUSTRY CO., LTD.

6-16-19, Jingumae, Shibuya-ku, Tokyo 150-0001, Japan 
Phone: (81)3-3400-6141

Homepage http://www.watanabe-electric.co.jp/en/


